Internal 24X 10X 40X CD Rewriter 


QUICK INSTALLATION GUIDE — Please read before using this equipment. 


SYSTEM REQUIREMENTS 

Before connecting the CD rewriter, be sure 
your computer is an IBM, PC with Pentium 
200 MHz processor or compatible, running 
Windows 95, Windows 98, Windows 2000, 
Windows ME, Windows XP, or Windows NT 
4.0 with Service Pack 3 installed and having 
all of the following: 

• an available slot on your IDE controller 
(ATA-2 or EIDE) 

• at least 64 MB RAM 

• At least 17 MB (42 MB recommended) 
free hard disk space (for installing sup- 
plied software) 

• At least 10 MB free hard disk space for 
each minute of music you record (750 
MB total) 

Notes: 

• You cannot use the CD rewrIter with a 
Macintosh computer. 


□ Installing Hardware 

You can mount the CD rewriter either hori- 
zontally or vertically. 

1 . Turn off your computer and all peripheral 
devices, then unplug the computer’s 
power cord from the AC outlet or power 
strip. 

Caution: The discharge of static elec- 
tricity can damage electronic circuitry. To 
avoid static discharge, touch a grounded 
metal object, such as your computer’s 
case, before and while you install hard- 
ware inside your computer. 


• You cannot use the CD rewriter to burn 
CDs if you install it with DOS or Win- 
dows 3.1 . The CD rewriter works only as 
a CD-ROM drive with either of these 
operating systems. 

SUPPLIED ACCESSORIES 

Make sure you have all of the following ac- 
cessories before disposing of the packing 
material. 

• MUSICMATCH and Nero recording soft- 
ware CD 

• Nero operating guide 

• Audio cable 

• Blank CD-R disk 

• DOS device driver floppy disk 

• 40-pin IDE cable 

• Mounting screws 

• Quick Installation Guide 


Warning: Some computer cases have 
sharp edges. Be careful when removing 
your computer’s housing or casing. 

2. Remove your computer’s housing or 
casing. 

3. If there is no CD-ROM drive already 
installed on your computer, connect one 
end of the supplied 40-pin IDE cable to 
the connector on the back of your CD 
rewriter then connect the other end of 
the cable to your motherboard’s second- 
ary IDE channel. Be sure to align the 
colored edge of the cable with PIN 1 of 
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the secondary IDE channel. Then skip to 
Step 4. 



If there is a CD-ROM drive already 
installed on your computer, follow these 
steps, then continue with Step 4: 

a. Make sure that the cable connecting 
your existing CD-ROM drive and your 
computer’s motherboard has 2 connec- 
tors (so you can connect both your exist- 
ing CD-ROM drive and your CD rewriter 
to the same cable). If it does not, you can 
get a suitable IDE cable from your local 
RadioShack store. 

b. If your existing CD-ROM drive was 
connected to your motherboard’s pri- 
mary IDE channel, disconnect the cable 
from the motherboard, then reconnect it 
to the secondary IDE channel. Be sure to 
align the colored edge of the cable with 
PIN 1 of the secondary IDE channel. 

c. If necessary, set the device configura- 
tion jumper on your existing CD-ROM 
drive to its MA (master) position. 

d. If necessary, set the device configura- 
tion jumper on the CD rewriter to its SL 
(slave) position. 


4. Locate a 4-pin drive power plug con- 
nected to your power supply, then con- 
nect it to the power connector on the back 
of your CD rewriter. If you cannot find a 
power plug, you can get a suitable Y- 
cable at your local RadioShack store. 

5. Slide the CD rewriter into an empty 5.25- 
inch bay, then use the 4 supplied screws 
to secure the CD rewriter into the bay. 
The screws electronically ground the CD 
rewriter. 



6. Connect one end of the supplied audio 
cable to the audio connector on your 
motherboard, then connect the other end 
of the cable to the audio connector on the 
back of the CD rewriter. 

Note: There are two different music play- 
back modes, digital and ana/og playback. 
Not all motherboards support digital play- 
back. To ensure your CD rewriter will suc- 
cessfully play back music, be sure to 
connect an audio cable between the 
motherboard and CD rewriter. Other- 
wise, music playback might not work. 

7. Replace your computer’s case and 
secure it with the original screws. 

8. Turn on your computer. If you are running 
Windows 95, Windows 98, Windows 
2000, Windows ME, Windows XP, or Win- 
dows NT, it automatically detects your CD 
rewriter. 

Note: If you are running Windows 3.1 or 
DOS, install the DOS device driver (see 
“Installing the DOS Device Driver” on 
Page 3). 
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□ Installing Software 

SOFTWARE 

Your CD rewriter includes the follewing soft- 
ware disks: 

• DOS Device Driver floppy disk 

• MUSICMATCH and Nero recording soft- 
ware CD 

Installing the DOS Device Driver 

Important: If you are running Windows 95, 
Windows 98, Windows 2000, Windows ME, 
Windows XP, or Windows NT, do not install 
the DOS device driver. 

1 . Run DOS on your computer. 

2. Insert the supplied DOS Device Driver 
floppy disk into your floppy disk drive. At 
the command prompt, type A: (or the 
drive letter fer the floppy disk drive you 
are using fellowed by a colen (:)), then 
press Enter. 

3. Type setup then press Enter. Then follow 
the on-screen instructions to install the 
device driver. The driver file is copied 
onto your computer’s hard disk. 

Note: Express Setup is recommended for 
beginning users while Custem Setup is 
recommended for experienced users. 

4. Rebeot yeur computer to finish installing 
the driver. The CD rewriter is ready to 
use. 

Important: Read the readme.txt file on the 
DOS device driver floppy disk for more infor- 
matien abeut using the CD rewriter with your 
computer. 


Installing the CD Writing Software 

Insert the supplied MUSICMATCH and Nero 
recording software CD into your CD-ROM 
drive or your CD rewriter. A dialog box ap- 
pears with installation instructions. Follow the 
instructions to install the software. 

Notes: 

• For detailed installation instructions, refer 
to the Operating Guide supplied with the 
MUSICMATCH and Nero recording soft- 
ware CD. 

• Some programs might require that you 
reboot your system after installing them. 
Follow the program's prompt to reboot 
your computer if necessary. 

OPTIMIZING YOUR SYSTEM 

A stable recording environment is a must for 
proper CD recording. Recording must be per- 
formed free of any hardware or software inter- 
ruption. 

For best results, use a hard disk drive for re- 
cording that has only the operating system 
(Windows 95, Windows 98, Windows 2000, 
Windows ME, Windows XP, Windows NT 4.0) 
and the CD writing software installed on it. If 
you do not have an extra hard disk drive, fol- 
low these steps to optimize your system. 

1 . Close all resident programs including any 
anti-virus programs, screen savers. Sys- 
tem Agent, Power Management, etc. 

2. Turn off Auto Insert notification. 

3. Close any program running in a maxi- 
mized or minimized window. 
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4. Defragment your hard disk drive. This is 
particulariy important when you write fiies 
to a CD from your hard disk drive. Defrag- 
menting your hard disk drive reailocates 
aii the fiies so these reievant files are 
plaoed in nearby olusters. This saves 
time and trouble when the MUSICMATCH 
and Nero recording software is searching 
for the files you want to record on CD. 

Caution: Do not connect too many devices in- 
ternally to your computer system. Heavy loads 
carried by your computer system's power sup- 
ply might result in unstable power delivery to 
each connected device, causing your comput- 
er system to become unstable. 
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